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e-TP80
Filter +GC-303 AC Power Line Receptacle  

In order to use this product in correct and safety.

· Please be assured to read the specification carefully before using. Marking it to reach the best function.

· If you found the specification is different with the real product, please in accordance with the actual product.

CAUTION

· This product is not a lightning rod, therefore is not designed to protect the house, antenna, electrical wires from being struck by lightning, not to prevent the surge from being over the limit.

· To avoid the damages to peripheral equipment when using this product, it is necessary that the electric voltage be kept at normal level.

· When the peripheral equipment is connect to this product, follow the instructions of that equipment to ensure the voltage level is normal and be sure the voltage switch is at proper position.

· This product needs to be properly grounded in order to protect the equipment from a surge and be enhance the capability of reducing noise.

· If this product is not grounded, pay special attention to polarity. Should light electric shock occurs（it is not dangerous if extremely small amount of electricity power leaks,）reverse the polarized plug.

· Do not use this product in the vicinity of high temperature, soiled areas, or damped areas.

· Do not connect this product to a heat-generating device, such as heaters.

FURUTECH    e – TP 80 

Filter +GC-303 AC Power Line Receptacle 

This newly developed component is designed for setting today’s common problem of AV equipment’s inability to perform at its peak level due to contaminated electrical power.

Pure and clean power is supplied by a power plant at the beginning, but later interfered by the various kinds of noises generated from industrial motor, transformer and home electrical appliances such as cooler, microwave oven, computer, etc, during the transmission stage. These noises will enter into each receptacle through power cable, making the voltage wave severely distorted. It is without doubt that all electrical appliances are affected badly with sign can’t degrade of performance. This is especially so for the AV equipment.

If a high-end AV fan, who owns a private audio/video room and high-quality installation, finds that he is unable to enjoy fascinating sound and exquisite & clear picture, we recommend he should check the home electrical power whether it is unstable and/or contaminated.

For the past several years, some fans have been trying to look for ways of improving the electrical power, but still unable to tackle this problem successfully. What a regret！
Now, the FURUTECH e-TP80 Filter +GC-303 AC Power Line Receptacle  provides the ideal solution, it makes the home electrical power, pure and clean which helps the AV equipment realize its fullest potential. For the first time, the AV fan can get a new dimension of sound and picture never experienced before.

( To Provide Sufficient Capacity with Fluent Power Supply.

· The internal wires used in e-TP80are FURUTECHμ-14 wire（14 AWG）These types of wires can transmit power faster and smoother. Equipped with FURUTECH hyper quality Audio grade outlets can transmit 1875 watts, without any leakage.

· The FURUTECH hyper quality Audio grade outlets, made from 24K Gold platedμ（mj:u）CONDUCTOR to improve the efficiency of transmission.

( To Provide Correct Methods of Polarity and Grounding to Ensure Safety.

。Polarity

The Alternating Current（AC）for general household usage, as well as the Direct Current（DC）, has positive and negative currents, commonly called L（＋）and E（－）. It is necessary to control the polarity, either for the power supply system or for the household surges. This has been a safety requirement among all the industrial developed countries. However, it has been neglected by our people, even by the electricians, when they are working. Using properly designed polarized current line will reduce the disturbances of noise, such as AC Hum, and to improve the sound effect greatly.

。Grounding

Grounding is not only a safety feature; it is also a fundamental method to control EMI. It acts as a shielding for equipment to effectively block both transmitted and radiated interferences. It can prevent electric shock if a leakage from the filter networks occurs. It can also enhance the dB value which can reduce the noise.

( To Prevent the Interference of Noise and to Control Surge

Surge, thunderstruck, and electrical noise may cause serious damage to all AV audio and video teaching instruments, information systems, PC mainframe and monitors. The damages can range from causing transmitting erroneous information, adversely affecting the audio and video qualities, to destroying the entire system. Therefore, it is imperative to control and filter the electrical noise and surge in order to provide a safe and clean power flow.

( The Causes of Surge/ Thunder strokes / Electrical Noise 

Surge or Spikes usually happen when there is a quick switch of “on” or “off” to a overloaded motor, or even to a household appliances. Thunder strokes coming through electric wires can also cause a strong surge. The surge may only takes one millionth of second, but the strength of potential or current can be as strong as several hundred thousands of volt. or ampere. It certainly is terrifying. The operations of industrial machinery or electric controlling devices in the vicinity can cause the irregular noise, commonly called Electric Magnetic Interference（EMI or RFI Noise）, such as the spikes transmitted through wires from the operating of welders, motor, Solders, relay, or even automobiles.

However, this product is not designed to prevent the ordinary electronic interferences, commonly called RF Noise, such as the disturbances caused by radio stations, electronic communications, or the high frequency waves caused by the spark plugs from a motorcycle engine.
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The typical time curve below offers a comparison of
the trip times for each type of circuit protection:





 (The Features of FORMULA GC-303
Like antenna receives radio waves, the GC-303, in a non-contact way, effectively absorbs the electromagnetic waves conducted by all of the internal fittings; and skillfully avoids the degradation of audio quality that are commonly occurred to traditional power filters as electricity currents are filtered through a series of passive components. This is so-called “antenna effects” of GC-303.

GC-303 is attached to the chassis using special EPOXY resin, which is completely free of coming off and absolutely safe.
*GC-303 is the special material paved on the chassis for absorbing electromagnetic waves.

‧Vertical noise filters that could cause degradation to audio quality and horizontal Noise filters that could cause negative side effects to audio quality are absolutely not used in the direct outlets, because as the electricity currents pass filters, audio output becomes less leaping and less powerful.

‧The brand new theory of noise processing that is applied to this product is to deliver the pure electricity using GC-303 to absorb noises in a non-contact way and the aluminum materials at aviation industry level to effectively shields off the invasion of foreign noises.
Alloy aluminum at aviation industry level: completely shields the invasion of radioactive noise.

GC-303: absorbs and reduces the conductible noises transmitted via the conductor wires and the fittings.
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SPECIFICATION

	   TYPE

SPECIFICATION
	e- TP80
	   TYPE

SPECIFICATION
	e- TP80

	
	VOLTAGE
	AC 125V 50/60Hz
	
	SURGE VOLTAGE
	6000 V Max.

	
	FUSE CURRENT
	15 A
	
	SURGE CURRENT
	8X20μsec 4500 A Max.

	
	LOADING WATT.
	1875 W
	
	SUPPRESSIVE VOLTAGE
	360 V  L – N (TYP)

	
	 GROUNDING OUTLET
	8 Holes
	
	SURGE ENERGY
	40J

	
	OVERLODE PROTECTIVE TYPE
	AUTOMATIC CIRCUIT BREAKER


	
	SURGE RESPONSE TIME
	1X10-12THEORETICAL VALUE

	
	INSULATION VOLT.
	AC 1500V 1 MINUTE 5mA
	
	CIRCUIT PROTECTIVE TYPE
	L –  N － E

	
	LEAKAGE CURRENT
	UNDER 1.0mA
	
	MOVEMENT TEMP.
	-10℃~40℃

	
	INSULATION RESISTANCE
	300MΩ ABOVE DC 500V
	
	PRESERVATIVE TEMP.
	-20℃~50℃

	
	POWER INDICATOR

-20~92 dB (2~100MHz) 
	LED. 
	
	BODY MATERIAL
	AL. ALLOY PLATE (PAINTED)

	
	NOISE ATTENUATION
	-20~92 dB (2~100MHz)
	
	OUTWARD SIZE
	400X130X60 mm

	
	FILTER TYPE
	2 CIRCUITS FILTER LC NETWORK
	
	WEIGHT
	1.72Kgs
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· MAIN APPLICATION

˙AUDIO＆VIDEO SYSTEM                       ˙PRECISIONB GAUGE SYSTEM

˙HDTV,AC3,HOME THEATER…etc. HI-VI SYSTEM  ˙AUTOMATIC SYSTEM

˙HI-END, PROFESSIONAL AUDIO SYSTEM        ˙NC/CNC SYSTEM

˙COMMUNICATION SYSTEM                     ˙HA/OA SYSTEM

· THANK YOU FOR YOUR KIND PATRONAGE.

PLEASE FEEL FREE TO CANTACT YOUR DEALLER OR US.IF YOU ARE INTERESTED IN OR HAVE ANY QUESTION ABOUT THIS PRODUCT.

· ASK YOUR DEALLER ABOUT OTHER PRODUCTS IN FURUTECH RANGE.

Exclusive Canadian Distributor

Audiyo Inc.

96 Leyburn Avenue

Richmond Hill, Ontario

L4C 0J6 Canada

Phone: (416) 414-2558

Email: info@audiyo.com
www.audiyo.com
_1097941792.dwg

_1101212056.dwg

_1097426500.unknown

